- Flexydrain®

Plastic piping for soil and waste discharge
(low and high temperature) within the building structure
Unplasticized polyvinyichloride (PVC-U)

. Scope

1. Non-pressure underground drainage and sewerage for inside and outside
on the wall.

2. Non-pressure underground drainage and sewerage for inside and outside
within 1 meter from the building structure

. General characteristics

Color: grey (ral 7037)

Length: 104.5mm (+/- 0.005) — 207mm (+/- 0.005)

Diameter: @ 32mm (+0-0.3), @ 40mm (+0-0.3), @ 50mm (+0-0.3)
Wall thickness: 1.8mm (1.8-2.2mm)

Connections: Type pipe/fitting

Fitting for glue purpose, other side straight pipe
Conform to the existing fittings

Flexible parts : 2 integrated flexible parts for every current meter
Bends 0-130°
Exploitable at -5°C
Min. 35 Bends (18°C)

. Products

Type Color Diameter Length (mm.) | Wall thickness (mm) Art.Nr. EAN Code
104,5 1400101010 5425023590065
@32
207 1400101020 5425023590072
104,5 1400201010 5425023590089
DIY-Line grey @ 40 1.8
207 1400201020 5425023590096
104,5 1400301010 5425023590102
@ 50
207 1400301020 5425023590119
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